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� RoHS 

3 IN 1 

 

 

Model ADI-CL130 
 

 
 
Dreifarbige Signalleuchte in LED Technik. Signalfarben ROT, GELB und GRÜN 
getrennt ansteuerbar. Hohe Kontrastwirkung durch satiniertes XT-Glas. 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
Betriebsspannung:  12 V 
 
Spannungstyp:   DC 
  
Abmessungen:   Durchmesser Sockel 85mm / Lampe 60 mm, Höhe 130 mm. 

  
Stromaufnahme:   60 mA max.  je Farbe 
 
Material:    Leuchtsäule aus satiniertem Acrylglas. 
    Deckel und Sockel aus V2A Edelstahl 
 
Leuchtmittel:   6 Superflux-LED je Farbe.ROT, GELB, GRÜN 
    
Lebensdauer:   max.50000 h 
    
Lieferumfang:   Steckernetzteil 12 VDC 
    Primär 100 – 240 VAC 50/60 Hz 
    Verbindungskabel 8-pol. 

 
 
Stand: Juli 2009 – technische Änderungen vorbehalten 
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3 in 1 lamp 
LED signal beacon, tri-colour-lamp. 
Superflux LEDs with enormous brightnes and almost unlimited service life. 
Elegant design in polished stainless steel. 
 
 
 
 
 
 
 

 
 
 
 
 
Volatge :   12 V 
 
Voltage type:   DC 
  
Dimension:   Base diameter 88mm, stacking beacon 60mm. 

Overall height 130 mm. 
  

Current consumption:  60 mA max.  each colour 
 
Material:    Lamp housing: Acrylic glass 

Top and socket: Polished stainless steel 
 
Light source:   6 Superflux-LED tri-colour 
    
Life duration:   max.50000 h 
    
Package Content:  ADI-CL130 Signal lamp 

AC-Adapter 12V DC 
Connection cable. 
 
 
Effective: July 2009 – Subject to change without notice 

 
 
 
 
 
 
 
 


